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DETECTOR LOOPS CONTROL INSTALLATION SIGNAL CABINET MOUNTED o iwuiwo junslmo o |
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LOOP LAYOUT % % (X1-6-2VB-2,(X1-EIHEK-2
NOTES ¢ ALL LOOPS ARE CAST ALUMINUM CABINET 187 H X 12" W X 8" D.
(APPLIES TO 6’ x 6’ LOOPS ONLY) LANES ALUMINUM DOOR WITH STANDARD TRAFFIC SIGNAL LOCK
X 10" X " MOUNTING BOARD.
L. THE DETECTOR LOOPS SHALL BE TYPE 1. EACH DETECTOR LOOP SHALL HAVE 3 TURNS INDICATES EDGE AND KEY AND 167 X 10 X Yz MOUNTING

OF LOOP WIRE AND BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE PORTIONS

. OF PAVEMENT .
OF SECTION 886 OF THE STANDARD SPECIFICATIONS FOR TRAFFIC CONTROL ITEMS. € PHOTOCELL
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2.  BEGINNING LEAD WIRES SHALL BE CONNECTED TO THE BLACK LEAD AND THE ENDING (0
LEAD WIRES SHALL BE CONNECTED TO THE WHITE LEAD OF THE TWIN TWISTED FEED
CABLES AT THE SPLICE POINT.
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3. WHERE THE LOOPS ARE INSTALLED PRIOR TO RESURFACING, THE LOOP CORNERS SHALL L
BE DIAGONALLY CUT,

10 AMP CONTROL FUSE OR v
15 "AMP CIRCUTT BREAKER. 30 A, 240 V.
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SWITCH, NEMA 3R, FUSED 60 A.
LOOP L EGEND (c { [1M, 30 A, 2 pale
EQUIPMENT | BRANCH C.B.
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SERVICE INSTALLATION (SPECIAL) i
WITH PHOTOCELL RELAY SERVICE INSTALLATION (SPECIAL)
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